
ExO I 4000

Technical specification
A powerful one-directional wall washer ideally suited for even and smooth wall

washing in any retail environment. All our ExO can be spaced far apart while

still providing effective lighting. This results in lower initial, installation and

running costs. Indirect lighting minimises glare resulting in a calm yet bright

retail environment where light, and the customers attention, is focused fully on

the goods on display.

Model and colors Available in white, black and grey.

Area of use Wall washer for Indoor applications.

Technical data
Mains (input) voltage 220-240 V

Total weight 0.85 kg

Form of protection IP 20

Color temperature 3000* K

Light source LED

Operating position 360°

Start time Instant

Driver Built in

Optics Metalized aluminum reflector

Art no Description Color
311-5xx-10 Flood White

311-5xx-20 Flood Black

311-5xx-10 Flood Grey

311-5xx-10 Asymetric White

311-5xx-20 Asymetric Black

311-5xx-30 Asymetric Grey

Type
Delivered lumen

output (lm) System power (W) EEI³
830 4350 39 A++

930 3800 39 A+

840 4300 34 A++

940 4200 39 A++

Note
*Product available in other kelvin temperatures on request.

Final shipping destination may require minor modifications of components as

well as catalogue numbers, be sure to state the country in which the fixtures

will be used.

A 300 B 93 C 207 (mm)

Technische Spezifikation 
 
Kraftvoller Wallwasher für homogene Ausleuchtung von Wänden, Regalen, etc. Sehr 
hohe Lichtausbeute bei geringem Stromverbrauch und super einfacher und schneller 
Installation. Sehr geringes Gewicht, super effizient und ideal für den Einsatz in jeder Art 
von Einzelhandel, Food und Non-Food, sowie Gallerien oder Museen. 

Modell und Farben 
 
Erhältlich in der Farbe weiß, schwarz und grau. 

Einsatzbereich 
 
Typische Anwendungen im Shop-/Innenbereich, Supermärkte, Gallerien, Museen. 

Technische Daten 

Netzspannung  220 – 240 V 
Gesamtgewicht  0,85 kg 
Schutzklasse  IP 20 
Farbtemperatur  3000 k oder 4000 k 
Lampentyp  LED 
Arbeitsposition  360° 
Startzeit   sofort 
Vorschaltgerät  integriertes elektronisches EVG 
Optik   Aluminium-Reflektor 
Abstrahlwinkel  Spot, Medium, Flood 

Artikel-Nr.  Beschreibung   Farbe 
   
311-502-10/20/30 Flood    weiß/schwarz/grau 
311-503-10/20/30 Asymmetrisch   weiß/schwarz/grau 

Anmerkung  

Sollte dieser Strahler im Ausland eingesetzt werden, so bitten wir, uns das Land zu 
benennen, da eventuell Veränderungen am Produkt notwendig sind. 
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